






























































































































































































































































































































































































































































































 
ARVIN-EDISON WATER STORAGE DISTRICT 

2012 Agricultural Water Management Plan 
Additional Documentation 

 
 

ATTACHMENT A 

LEGAL CERTIFICATION AND APPORTIONMENT REQUIRED FOR WATER MEASUREMENT 

 

 

Arvin-Edison Water Storage District (AEWSD or District) has the legal access 
necessary to install, measure, maintain, operate and monitor a measurement device at 
each and every farm-gate/turnout.  

The District’s Rules and Regulations provide the necessary legal right of access 
(Division II (1) (d)). In addition, the District’s distribution system has legal right of way 
and encroachment documents for all facilities’, including each turnout.  

Therefore, no additional information is required of AEWSD for this section. 
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ATTACHMENT B 

ENGINEER CERTIFICATION AND APPORTIONMENT REQUIRED FOR WATER 
MEASUREMENT 

 

 

Arvin-Edison Water Storage District (AEWSD or District) measures water volume (in 
acre-feet) at each and every farm-gate/turnout.  

Therefore, no additional information is required of AEWSD for this section. 
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ATTACHMENT C 

DESCRIPTION OF WATER MEASUREMENT BEST PROFESSIONAL PRACTICES 

 
Arvin-Edison Water Storage District (AEWSD or District) measures water volume (in 
acre-feet) at each and every farm-gate/turnout. 
 
COLLECTION: 
 
District staff manually reads each and every farm-gate/turnout which has a volumetric 
totalizer. Upon taking the reading, the value is transcribed to its daily paperwork, which 
is then transferred to meter cards which are housed at Headquarters’ in the 
Watermaster’s office. At the end of the month, the meter cards are used for 
billing/invoice purposes.  
 
FREQUENCY: 
 
For each farm-gate/turnout that request a change in flow, a meter read is taken 
manually by AEWSD staff.  
 
At the end of each month, each and every farm-gate/turnout meter read is taken 
manually by AEWSD staff. 
 
Upon a discrepancy or “missing/incorrect digit” or general informational purposes the 
meter may be read on a case-by-case or instance basis. 
 
METHOD OF DETERMINING IRRIGATED ACRES: 
 
The District’s Engineering Department collects both Spring data, from April through July, and 
Fall data, in October and November, through field observations covering the entire 131,600 acre 
boundary.  The data is collected and entered in an ArcGIS geodatabase, with aerial 
photography, by cropped field, in order to produce maps and summarize data.  
 
Land Use Classes were categorized according to the State of California’s Department of Water 
Resources (DWR) “Standard Land Use Legend” updated in September 2005.  The DWR 
Standard Land Use Legend categorizes land use into four major classes: Agricultural, Semi-
Agricultural, Urban, and Native.  These classes are subdivided by crop type, land use and 
irrigation method.  
 
QUALITY CONTROL AND QUALITY ASSURANCE PROCEDURES: 

For meter reads, each meter reading is verified by Watermaster orders and also cross 
referenced with typical or historical water usage.    
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ATTACHMENT D 

DOCUMENTATION OF WATER MEASUREMENT CONVERSION TO VOLUME 

 

 

Arvin-Edison Water Storage District (AEWSD or District) measures water volume (in 
acre-feet) at each and every farm-gate/turnout.  

Therefore, no additional information is required of AEWSD for this section. 
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ATTACHMENT E 

DEVICE CORRECTIVE ACTION PLAN REQUIRED FOR WATER MEASUREMENT 

 

 

All existing Arvin-Edison Water Storage District (AEWSD or District) measurement 
devices at each and every farm-gate/turnout are of plus or minus 2% accuracy based 
on manufacturer specifications.  

In addition, given AEWSD’s historical practices of reading/inspecting daily during use 
and at a minimum monthly regardless of use, replacement of nearly 5% of devices on 
an annual basis and as well as other miscellaneous quality control steps (water use 
review, water user input, cross references to other meters, etc.) a corrective action plan 
is not necessary.  

Therefore, no additional information is required of AEWSD for this section. 

 






